
IRIS-Net™ is the integrated software
platform for all remote-controllable
devices and systems from Telex
Communications, Inc. It allows complete
audio systems with a multitude of simi-
lar or different devices to be configured,
supervised and controlled centrally from
a single user interface. IRIS-Net™ sup-
ports Ethernet, CobraNet™, CAN-bus and
USB and is open for further implementa-
tions in the future.
IRIS-Net™ makes possible the compre-
hensive supervision of power amplifiers
and loudspeakers including their cables
and interfaces. System statuses are
being polled permanently, with errors
detected and reported instantaneously
and all problems and other events log-
ged along with the date and time of their
occurrence. The totality of parameters
and settings of all system components
can be stored and reloaded at the push
of a button ('Total Recall'). Depending
upon the application, users can design
their own control panels, program auto-
matic sequences, and form device and
function groups.
IRIS-Net™ has been used for several
years now in hundreds of audio installa-
tions and systems and has demonstra-
ted its merits in a very wide variety of
applications. IRIS-Net™ has been used
for several years now in hundreds of
audio installations and systems and has
demonstrated its merits in a very wide
variety of applications. Since the year
2002, IRIS-Net™ has been the platform
for the EV Precision series power ampli-
fiers and since 2005 also for the NetMax
N8000 networked matrix system.

Telex’s IRIS-Net™ software is the latest versi-
on of the I.R.I.S. (Intelligent Remote-Inte-
grated Supervision) audio control and super-
vision software platform.
First developed in 2001, it was released in
2002 as the control, configuration and moni-

toring platform for the proprietary Precision
Series DSP Remote Controlled Amplifiers.
Since then, IRIS-Net™ has been used in many
high profile applications including 2005’s
Houston Rodeo, Live 8 and on Kenny
Chesney’s Somewhere in the Sun Tour. IRIS-
Net™ provides a complete set of tools for real-
time control and monitoring of an audio
system down to the transducer level. Details
such as signal levels, component temperatu-
re, impedance, output current and voltage,
fault conditions and other parameters can be
monitored in real-time.
A useful feature of IRIS-Net™ is the One
Button System Check, that allows an operator
to see a detailed overview of the operational
status of the entire PA system in less than a
minute. IRIS-Net™ is able to run an impedan-
ce sweep of all components connected to an
amplifier including connectors, cable, crosso-
ver networks and transducers, and then store
a reference measurement of the system as it

exists, in a given configuration, and in a given
environment.
This reference is subsequently stored in the
system and can be exported to external files
on a control PC for future reference. User
definable tolerances can be applied to these
references allowing an operator to customize
the system supervision for their specific appli-
cation. It then compares a realtime measure-
ment against these references and is able to
alert the operator at any time a tolerance is
exceeded.
The core of IRIS-Net™ is based on a drag-
and-drop graphic user interface that is com-
pletely customizable by the programmer. An
library of control and monitoring graphical
user interface (GUI) elements is provided,
and includes items such as faders, LEDs,
meters, buttons and display elements.
The function and behavior of these elements
is completely customizable for control surface
design. Today, one of the most frustrating
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An extensive arena system design running under IRIS-NetTM
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things for an operator, is to have access to the
tools and features of a piece of technology,
only to find that they are too complicated to be
of any practical use. As such, IRIS-Net™

allows the use of custom graphics and text
boxes in addition to the on-board control ele-
ments. The combination of these GUI tools
allows a programmer to develop a control sur-
face that is effective, easy to operate and use
for any customer, regardless of the users
technical knowledge.
Additional customization and system security
is available through the use of GUI layers wit-
hin an IRIS-Net™ project.
Up to 32 layers can be created within a pro-
ject to allow a variety of different options in
which the system can be monitored and con-
trolled.
Multiple users can be created within IRIS-
Net™, each with a unique password and
access to specific layers of the GUI. This
allows a programmer to create a control sur-
face that is specific to the needs of any, and
all, operators of the system. For example, the
system administrator will have access to all
aspects of the DSP and system configuration,
while other layers can be created and pass-
word protected for less technical users, thus
allowing them to access elements such as
preset recall, muting and levels, but prevent
them from changing critical details such as
crossovers and limiters.

From its inception, IRIS-Net™ was created as
an open architecture platform that would be
modular and expandable to accommodate
current and future products and systems.
Additional products are added to the IRIS-
Net™ shell through the creation of. DLL files,
which are then integrated with the IRIS-Net™

core. Over time, the products IRIS-Net™ will
be able to control will expand throughout the
Telex Pro Audio family to include Electro-

Voice, Dynacord, KlarkTeknik and Midas. In
addition, the IRIS-Net™ shell is designed to be
used by a variety of third party hardware to
control and monitor any type of product or
subsystem needed in a typical audio system
design. Software developer kits will also be
soon available to allow the authoring of cus-
tom. DLLs for integration into the IRIS-Net™

shell of these third party products.

IRIS-Net™ DSP

Americas

Headquarters Americas
Telex Communications Inc.
12000 Portland Ave South,
Burnsville, MN 55337, USA
USA—Phone: 1-800-392-3497, 
Fax: 1-800-955-6831

Canada—Phone: 1-866-505-5551, 
Fax: 1-866-336-8467

Latin America—Phone: 1-952-887-
5532, 
Fax: 1-952-736-4212

Europe, 
Africa & Middle-East

Headquarters Europe, 
Africa & Middle -East
EVI Audio GmbH,
Hirschberger Ring 45, 
D-94315 Straubing, Germany
Phone: +49 9421 706-0, 
Fax: +49 9421 706-265

France: EVI Audio France S.A.,
Parc de Courcerin,
Allée Lech Walesa,
F 77185 Lognes, France
Phone: +33 1-6480-0090
Fax: +33 1-6006-5103

UK: Shuttlesound,
4 The Willows Centre,
Willow Lane, Mitcham,
Surrey CR4 4NX, UK
Phone: +44 208 646 7114
Fax: +44 208 254 5666

Asia & Pacific Rim

Headquarters Asia
Singapore: Telex Pte. Ltd.
3015A Ubi Road 1, 
05-10 Kampong Ubi Industrial Estate, 
Singapore 408705
Phone: +65 6746-8760, 
Fax: +65 6746-1206

Japan: EVI Audio Japan Ltd.
5-3-8 Funabashi, Setagaya-Ku,
Tokyo, Japan 156-0055
Phone: +81 3-5316-5020,
Fax: +81 3-5316-5031

Hong Kong: Telex EVI Audio (HK) Ltd.
Unit 5,1/F, Topsail Plaza, 11 On Shum
Street
Shek Mun,Shatin HK
Phone: +852 2351-3628, 
Fax: +852 2351-3329

China: Telex EVI Audio (Shanghai) Ltd.
Room 2210-2215, Tower B, 
Far East International Plaza,
No. 317, Xianxia Road, Shanghai, China, 
PC: 200051
Phone: +86 21-6235-1677
Fax: +86 21-6235-1676
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